
 

HydroCoat HighDurable Polyester  100 series is designed to perform for use  in 
the building and construction industry.  This refers to the ability of the coating 
to resist changes in appearance after being exposed to normal climatic 
conditions over prolonged periods of time. 
 
Provided that care is taken to maintain the coating in good condition by 
regular washing and by ensuring that incompatible materials or high 
amount of pollution do not come into contact with the surface, the 
HydroCoat HighDurable Polyester100 is expected to have a 
performance life of 10- 30 years.  
 

 
Within this period the coating will not crack, or delaminate but a uniform 
change in appearance, like chalking resulting in slowly changes of colour 
and gloss, will occur.  For particularly harsh or difficult environments such 
as high levels of UV, down-winds of chemical plants, leisure pools or areas 
not washed by rainfall, areas with high saline content, more rapid detoriation 
may occur. 
 
For distances < 1500 m from coastline or heavily polluted industrial areas, tailor made systems must be used. 
Contact our technical staff for the best solution for your project. 
 
Care must be taken to ensure that the fabrication equipment is in good condition and does not cause any damage 
to the material. Soon after the building or construction have been completed, special attention should be paid to the 
fixings, damage to the coating, drilling swarf, pop rivet stems, copper containing parts, wet concrete  and general 
building debris. 
 

Inspection and washing every 2 nd. Years is recommended  to maintain optimum appearance and lifetime of the 
coated aluminium.  Especially areas not exposed to natural rainfall, such as soffits, may need more regular 
cleaning to remove potentially corrosive deposits.  Remove leaves, grass, mould and other objects.  Clean any 
blockage to avoid overflow.  Clean dirt in areas of cladding not cleaned naturally by rainwater e.g. overhangs.  
Examine and repair local defects that can cause early deterioration of the coating or corrosion of the substrate. 
 
All products from Hydro Aluminium Rolled products AS are developed, produced and controlled to conform to EN 
1396 and EN 13523.  
 
A written warranty can be issued for your specific projects, or special products after application from customer. 
 
 
 
 
 
 
 
 
 
 
 
 
 

Waiver: 

This datasheet may only be considered as general information of the properties of the described product. However we hereby 
waive any liability or warranty that the particular products delivered to Hydro’s customer will show such properties. A binding 
liability or warranty with respect to specific properties to be delivered by Hydro is subject to an individual specification to be 
agreed by Hydro and Hydro’s customer as a part of an individual order or delivery agreement for certain products 

  
 

Product Performance  

HydroCoat 100 series, HighDurable Polyester (HDPE). 



 

 

 

 
                        


